
CAMSO SL G2
TELEHANDLERS

HEAVY-DUTY OFF-ROAD  
DURABILITY AND TRACTION
Delivers exceptional off-road durability 
and traction. With excellent cleanout  
and deep tread depth, it optimizes  
traction and durability in heavy-duty,  
off-road applications.

camso.co

PERFORMANCE

TIRE LIFE 

PUNCTURE RESISTANCE

TRACTION



AUTHORIZED DISTRIBUTOR:
camso.co

EXTRA-DEEP TREAD PATTERN 

 § Provides best durability and traction 
in off-road conditions

HAULER STEPPED TREAD DESIGN 

 § Provides excellent cleanout for improved 
traction

FLATTER TREAD PROFILE

 § Resists tread crowning for even wearing

HEAVY-DUTY SIDEWALL CONSTRUCTION

 § Provides superior side impact resistance 
 and stability

OVERALL CONTACT PRESSURE

0 1000 2000

LOAD (kg)

3000 4000 5000 6000 7000 8000 9000
0

2

4

6

8

9

7

5

3

1

O
VE

R
A

LL
 C

O
N

TA
C

T 
P

R
E

S
S

U
R

E
 (k

g/
cm

2 )

0 1000 2000

LOAD (kg)

3000 4000 5000 6000 7000 8000 9000
0

40

80

120

140

100

60

20VE
R

TI
C

A
L 

D
E

FL
E

C
TI

O
N

 (m
m

)

VERTICAL DEFLECTION
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Camso SL G2’s higher ground 
pressure helps improve traction 
while enhancing stability.

Camso SL G2’s higher ground pressure helps improve 
traction while enhancing stability.
Camso SL G2’s lower vertical deflection means better 
stability under load for improved handling and safety.

CAMSO SL G2
TIRES FOR TELEHANDLERS
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SURFACE

TIRE SIZE PR TREAD
PATTERN

RIM SIZE ACTUAL TIRE  
DIMENSIONS 

MAXIMUM TIRE LOAD [kg] [lb] 
VERSUS INFLATION PRESSURE [bar] [PSI]

Recommended Alternative
O.D. 

[mm]
[in]

O.W. 
[mm]

[in]

O.T.D. 
[mm]

[32nd]

1.25 1.50 1.75 2.00 2.25 2.50 2.75

18 21 25 29 32 36 39

13.00-24 TG 12 SL G2/L2 8.00TG 10.00VA
9.00DC

1281 360 29 1700 1900 2060 2240 2360(10) 2500 2650 

50,4 14,2 37 3750 4200 4550 4950 5200(10) 5500 5850 

1281 360 29 - - - - - - -

50,4 14,2 37 - - - - - - -

13.00-24 TG 16 SL G2/L2 10.00VA -

1298 366 29 1700 1900 2060 2240  2360(10) 2500 2650 

51,1 14,4 37 3750 4200 4550 4950 5200(10) 5500 5850 

1298 366 29 - - - - - - -

51,1 14,4 37 - - - - - - -

14.00-24 TG 12 SL G2/L2 8.00TG 10.00VA
9.00DC

1342 398 32 2060 2300 2500 2650 2800 3075(12) 3250 

52,8 15,7 40 4550 5100 5500 5850 6200 6800(12) 7150 

1342 398 32 - - - - - - -

52,8 15,7 40 - - - - - - -

14.00-24 TG 16 SL G2/L2 10.00VA -

1326 368 32 2060 2300 2500 2650 2800  3075(12) 3250 

52,2 14,5 40 4550 5100 5500 5850 6200 6800(12) 7150 

1326 368 32 - - - - - - -

52,2 14,5 40 - - - - - - -

CAMSO SL G2

COMPETITOR 1

COMPETITOR 2 


